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DEMOLITION DERBIES at PERTH MOTORPLEX

2007/2008 SEASON

ANYTHING GOES FORMATS

The anything goes formats will remain the standard for two Demolition Derbies at Perth
Motorplex with the Figure 8 Derby and the Caravan, Boat and Dunny Derby being Forward only
for the new season unless management decide that a change is required.

MINIMUM AGE
The minimum age of a driver or passenger competing in a Demo Derby is 15 years of age,
subject to consent (in writing) by his/her parents or guardian.

TYPE OF VEHICLE

Any Sedan, Station Wagon, Panel Van or Utility. Please note, however, that no full chassis
vehicles are permitted — ie. Vehicles where the chassis can be unbolted or separated from the
body for the full length of the vehicle.

BODY

No reinforcing is allowed at all (except for roll cages as specified). All body panels must be for
the type and model of the vehicle being used. No relieving of guards or panels to allow greater
wheel clearance. Any and all holes in the firewall and the front floor are to be satisfactorily
covered.

BUMPERS
Must be for the type and model of the vehicle being used and all over riders must be removed.
REMOVE
. All chrome strips;
All door handles, including flush mounted interior and exterior;
All cast iron and plastic grilles;
All cast iron badges;
All glass;
Any sharp objects;
All loose objects inside the vehicle, including broken glass, nuts, bolts, screws or
anything that may land on the track;
GRILLES

May not be replaced with anything considered stronger than the original.

TOW BARS
All tow bars must be removed completely from the vehicle (without exception).

DOORS
To be fitted with chains and/or U-bolts. Welding is not permitted.

ENGINE

Any engine in any vehicle (modifications are permitted). Solid engine mounts cable
accelerators are permitted.

REAR VISION MIRRORS

Plastic and aluminium rear vision mirrors are allowed (no glass). A breakage test will be carried
out during scrutineering.

COOLING SYSTEM

Radiators must be operational and mounted in the original position. Radiators may be changed
from the original type, but must be the same size or larger than the original. Smaller radiators
are not permitted. Radiator fans are optional — extra radiators and tanks are not permitted.




ELECTRIC FUEL PUMPS

If the vehicle is fitted with an electric fuel pump it must be fitted with an automatic electric shut-
off system. This is not a standard switch, which needs to be turned off manually. The
Automatic shut off may be via an oil pressure switch. Must not be over-ridden.

MECHANICAL FUEL PUMPS
If fuel bowl is glass, it must be covered (Soft Drink can with hose clamp or similar is OK)

EXHAUST SYSTEMS
May be altered, but the vehicle must use a satisfactory muffler. Any vehicles exceeding the
mandatory noise levels of 90 dba will be disqualified.

WHEELS AND TYRES
Not restricted, all types and sizes are permitted. All wheel weights must be removed.

DIFFERENTIAL
Not restricted. No outer strengthening is allowed. Any passenger car differential or housing
may be used.

FUEL TANKS
The original fuel tank is not permitted (must be holed). Modified gerry cans and outboard motor
fuel tanks are permitted. 20 litre drums are NOT permitted.

Fuel tanks must be well secured into the vehicle by steel straps or similar. Wire or rope is NOT
permitted. All fuel tanks must have a satisfactory breather. The minimum requirements are
hose wrapped around the tank, twice horizontally and vertically. Preferably a non-return or
one-way (PCV) valve should be fitted.

The tank must be mounted in the rear of the passenger area forward of the differential centre
(not behind the diff centre).

BATTERY

May be moved from the original position, but must not be located in the front passenger or
driver area. The battery must be mounted in the rear passenger area, forward of the differential
centre and not behind the diff.

All batteries must be securely mounted (no plastic clamps allowed) and covered to their base to
prevent acid spillage should the car turn over.

GEARSHIFT

The type and means are optional. All care should be taken to ensure that no sharp edges are
on the gearstick and no levers are facing either the driver or the passenger. Gear change boot
to cover any floor removed is required.

SEATS
Must be securely mounted to the roll cage only.

FLOOR SAFETY PLATE
A 3mm steel floor safety plate is mandatory. The plate must start below the pedals and finish
under the seat for both the driver and passenger.

WINDOW MESH

Window mesh, is mandatory and are to be fitted to both the driver and passenger (if applicable)
side of the vehicle. Window mesh must be secured at the bottom of window and removable
clipped at the top. You have a choice of Steel mesh or seat belt webbing style mesh (minimum
19mm). No plastic or fishing nets.

A steel mesh panel must be fitted securely as a replacement for windscreen in front of the
driver and passenger. To allow exit, the mesh may be hinged at the base.



SAFETY CAGE

All material sizes that are given are minimum. Heavier or stronger steel is permitted and
encouraged. All pipe must be black pipe, 38mm OD x 3.2mm wall thickness. The use of
galvanised or non-ferrous materials in not permitted.

All safety cage bars must be formed in one continuous piece of pipe, using a pipe bender.
Safety cage legs must be welded to continuous 50mm angle iron or 42mm OD pipe, on both
sides of the car.

The cage must be secured to the body of the car.  All welds are to be of a professional
standard. Headrests must also be fitted for driver and passenger. Please note that head and
door plates must be a minimum of 3mm.

ADDITIONAL SAFETY CAGE BARS
Rear brace bars to be fitted from top of roll cage hoop, extending to the rear floor, no further
back than an imaginary line drawn between the centre of the two rear wheel arches.

SEAT BELTS

Belts must be in good condition and mounted to the roll cage. Double lap sash belts are the
minimum requirement. Retractable seat belts are NOT permitted. Competition 3" 4, 5, and 6
point harnesses are permitted and recommended .

HELMETS
Must be in good condition and must be marked with AS 1698 — 1974 or better. Full Face
helmet with clear visor highly recommended and preferred.

EYE PROTECTION

All competing drivers and crew must wear suitable eye protection. Approved industrial safety
glasses and goggles are OK. Helmet visor is sufficient, but must be closed at all times during
competition.

HORSE COLLAR/NECK BRACE
Neck braces are mandatory.

CLOTHING

Competitors must be dressed from head to toe — NO EXPOSED SKIN. No nylon or synthetic
clothing allowed. Cotton drill overalls or better is strongly advised and work boots must be
worn.

LICENSE/INSURANCE

To compete in the WA Demo Derbies Series a NASR approved Driver and passenger Licence
that includes Personal Accident Insurance is mandatory. Contact the Speedway office in
regards to organising insurance for the night or the season. If you are not insured your
nomination will not be accepted.

ROOEF SIGNS
Whilst permitted, signs must not be made of rigid construction or made from any solid material
such as tin, steel or fibreglass, etc. Cardboard is a suggested alternative.

RACING NUMBERS

All numbers are to be clearly written on both sides of the vehicle. Numbers MUST be a
minimum of 600mm high x 400mm wide and 100mm thick. Remember you are responsible for
ensuring your number is visible to the judges — if they can’t read your number they can’t judge
you.

RANDOM BREATH TESTING

Random breath testing will be conducted from time to time with no apparent warning. The
consumption of alcohol or drugs on the day or night of racing at any point is completely illegal.
Offenders will have their nomination rejected and suspended from competing for life.

PLEASE NOTE THAT NO SCREWS OR SIMILAR ARE TO BE USE D AT ALL

If you have any queries contact the Speedway office on 08 9419 6622







